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ADLER-Werk Lackfabrik, A-6130 Schwaz 

Tel: 0043/5242/6922-301, Fax: 0043/5242/6922-309, Mail: Fehler! Hyperlink-Referenz ungültig. 
 

Our instructions for use are based on knowledge available currently and shall guide the purchaser / user to the best of one's knowledge, but, however, must be clarified for the areas 
of application and processing conditions on a case-to-case basis. The buyer/user takes responsibility for the suitability and use of the delivered product. It is therefore recommended 
to produce a sample specimen for testing the suitability of the product. Our general terms and conditions of sale are otherwise applicable. All previous data sheets are rendered 
invalid with the issue of this one. Rights reserved for modification of the container sizes, colour shades and degree of gloss. 

  

 

ADLER Clean-Glasreiniger 7214000210 
 

 
Special detergent for the glass coating for professional and industrial use 
 

 
 

 
 

 

PRODUCT DESCRIPTION 
 

 

General 
 
 

 

Special water-solvent-mixture for the preparation of glass to be 
coated with glass coatings. 
 

 

Application area 
 

 
 

 

 Cleaning of glass to remove impurities and residues. 

 For a coating free of streaks with a good adhesion.  
 

 
 

 

PROCESSING 
 

 
Instructions for use 
 

 

 

 Remove heavy impurities such as adhesive tape residues prior to 
application. 

 Distribute ADLER Clean-Glasreiniger 7214000210 on a cotton 
cloth or cleaning paper and clean the part of the glass to be 
coated; followed by wiping dry.  

 Do not touch (or only with cotton gloves) the clean glass side to 
avoid finger/hand prints.  

 The product is not usable as a window cleaner for maintenance 
cleaning. 

 Please observe our “Working guidelines for glass coating with 
PUR paints”. 

 
 

 

ORDERING INFORMATION 
 

 

Size of trading unit  
 

 

1 l 

 
 

FURTHER DETAILS 
 

 

Durability/storage 
 

 
 

 

At least 2 year in the original sealed containers.  
 

Make sure the product is protected against direct sunlight, frost and 
high temperatures (above 30 °C). 
 

 

Safety-related information 
 

 
 

 

Please pay attention to the associated safety data sheet. The current 
version can be accessed on the Internet at www.adler-lacke.com. 
 

The product is only suitable for industrial and professional use. 
 

 


